
CRD-3301
Cradle for OPR-3301  
and OPI-3301

Cradles

+ Product Specification

Communication
•	 RS232: 600 bps - 57.6 kpbs
•	 Bluetooth: Version 1.2, output power class 2, range up  

to 10m, 1 to 1 connection, slave mode, authentication  
and encryption

•	 USB: Version 1.1, client, HID, USB-A connector

Power
•	 Voltage Requirement: 6V ±5%
•	 Battery Charging Time: Maximum 5 hours with power 

supply, maximum 10 hours with USB bus power

Durability
•	 Temperature:

Operation: 32 - 104 °F (0 - 40 °C) 
Storage: -4 - 140 °F (-20 - 60 °C)

•	 Humidity:
Operation: 25 - 85% (non-condensing)
Storage: 20 - 90% (non-condensing)

Physical
•	 Dimensions (WxHxD): 3.94 x 3.07 x 7.28 in  

(100 x 78 x 185 mm)
•	 Weight (Body):  Ca. 8.5 oz (240 g)
•	 Case: ABS, black or white

Regulatory and Safety
•	 Product compliance: CE, FCC, VCCI, RoHS, EN300 328, 

EN301 489

Enclosed Items
•	 USB cable
•	 RS232 cable
•	 Power supply 100-240V/0.5A, 50/60 Hz, 6V/2A

USB (HID) 

Bluetooth®

RS232
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